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Type STEADY REST
Self-centering steady rest for turret

Mounting CYLINDRICAL SHANK 40

Tool output Gripping jaws @5-@60

Coolant N.A.

H [mm] 93

@ Min [mm] 5

© Max [mm] 60

Max pressure [bar] 14

Accessories N.A.

Notes N.A.

Mounting tips

Not suitable for every application, please check

Always check live tool dimensions on the turret
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® 1 Tipo molla D-313W Superficie p\x'onc 2827 cmA2
Rata molla 5.961 N/mm Carsa max 32.5mi
o Forzermax 377.4 N Max. pressione ¢
v Forza con lunetia chiusa 342.7 N Max. forza
N Forza con lunella aperla 152 N Max. veloc
0 Precisione di cenfraggio
o ' Spring lype  D-313W (tolleranza di precisione a DIN ISO1101)
= v Spring rate 5.961 N/mm su futta la zona di bloccaggio alle stesse
= Force max 3/7.4 N condizion di bloccaggio 0.02mm
Force with closed steady-rest 342.7 N Precisione di ripetibilitar con lunetta
e Force with open steady-rest 152N allineata sul diametro di bloccaggio 0.005mm.
~ Cylinder dia. 60m
R Tipo molla D-3 Pifon surface 28,57 cmA2
BN Kot el 5451 K Max shoke 32
Forza max_ 392 Max. pressur
Forza con lunetta chiusa 389 N Max. clamping et oflr 100daN
forza con lunetta aperta 182.5 N Max. roller im speed  800m/min
Centering precision
< Spiing fype  D-313G (precision lolerance fo DIN 1501101
e} ?Dnng rate 6 40\ N/mm oF the. Omp\ecﬁ clurgmng area af the same
= oIce max clamping condifions
o Forcs i closod) stoachyret 389 N Repeatabillty with steady-rest aligned on the
e Foice wilh open sleady-ies 182.5N  clamping dicmeler 0.005m:
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IATTENZIONE :
APERTURA A MOLLA
CHIUSURA CON LIQUIDO REFRIGERANTE
| liquido refrigerante deve essere filtrato
min. 0,03 - max. 0,05
ATTENZIONE :
QOPENING THROUGH SPRING SYSTEM
CLOSING THROUGH COOLANT SYSTEM
The Coolant must be filtered min. 0,03 -
max. 0,05
DATEIDATA
14/02/2022 | 05247000-R0O11

Subject to technical changes

MARIO PINTO S.p.A. - Societa unipersonale
Societa sottoposta ad attivita di direzione e coordinamento della AUTOBLOK Spa
www.live-tooling.com - Tel +39.011.3918811 - info@mariopinto.it
For other models and further details visit our website
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